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TOP OF CHASE SHALL EXTEND A MINIMUM
OF 24" ABOVE ANY PART OF BUILDING
WITHIN 10'~0" FOR FACTORY BUILT
CHIMNEY OPTION. TOP OF CHASE SHALL

. EXTEND AS REQUIRED TO MEET THE
o MANUFACTURER’S LISTING.
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— 16 GAGE x1 1/4’x2'=0" LONG (MIN.
—_| CONTINUOUS STEEL STRAP @ FLOOR(S)
H AND CEILING/ROOF LINES
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\HORIZONTAL BRACING AT FLOOR(S) AND
AT CEILING/ROOF LINES AND AT ROOF
BRACING.

>BLOCKING OF STUDS AT 4'-0" 0O.C.
VERTICAL AND AT FLOOR(S) AND

!
= = CEILING/ROOF LINES
T \\‘ L1
— ] DRAFT STOP TO SEPARATE CHASE FROM
\ L — / WOOD MEMBERS OF EXISTING BUILDING
— |—==FT
— | CORNER STUDS SHALL BE ANCHORED
/ INTO EXISTING BUILDING WITH 1/4
By DIAMETER X 2 1/2" LONG LAG SCREWS
AT 24" 0.C.
| |l———SsTEEL STUDS @ 167 O.C. MAX. (TYP)
//—/
/18 GAGE STEEL TRACK
I 1
e
LOCKABLE INSPECTION DOOR, 8”x8"x
%g 12 GAGE STEEL, HELD IN PLACE WITH
— NAILS OR LAG BOLTS
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STEEL STUD SPECIFICATIONS:
e ALL STEEL STUDS SHALL BE EITHER GALVANIZED OR FACTORY PAINTED “C” TYPE GALVANIZED STUDS

e 3 1/2” WIDE x 18 GAGE MINIMUM, Fy = 33 KSI (MIN)
COVERING:
e WOOD STUD CHASE MAY BE COVERED WITH STUCCO OR ADHERED VENEER.

COVERING MATERIAL:
® LATHS FOR STUCCO: NO. 8 x 5/8” SHEET METAL SCREWS AT 6" O.C.

e PLYWOOD: NO. 6 BULGE HEAD SCREWS AT 6” 0.C. AT CHASE AND 12" 0.C. AT INTERIOR EDGES
AND FIELDS.

NOTE:
ADHERED VENEER SHALL BE A MAXIMUM OF 17 THICK WITH PLYWOOD BACKING (3/8” MINIMUM) AND
SHALL BE INSTALLED PER UBC CHAPTER 14 AND MANUFACTURER'S LISTING.

ATTACHMENT F
STEEL STUD CHASE




